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DIMENSIONS ARE IN MILIMETERS

MACHINED SURFACES TO BE 3.2 
(BS 1134)

ALL SHARP EDGES TO BE DEBURRED

UNLESS OTHERWISE STATED:

PROJECTION

THE TOLERANCE ON DIMENSIONS FOR WHICH NO
LIMITS ARE GIVEN SHALL BE AS SHOWN BELOW.

NOM
SIZE
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0 6 30 120 400 1000
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MACHINED

FABRICATED
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u
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FIRST ISSUE.  UNDER dg8 design PROJECT No. MP/13/002.

CDR INSTALLATION
CAB TYPE 1

01 00067-01
COMPRISING ITEMS: A - R, W &
Z - AD

-
CDR INSTALLATION
CAB TYPE 2

02 00067-02 COMPRISING ITEMS: A - AD

ADAPTER PLATE
ASSEMBLY

A 00070-01 SEE DRAWING11

1 CARRIER PLATEB 8201819-04 SEE DRAWING

2
WING HEAD LOCK
ASSEMBLY

C 8201819-06 SEE DRAWING

1

2

CDR UNITD 098/024068 SUPPLIED BY CDL11

E2
M8 x 20 SKT BUTTON
HEAD SCREW

483-9739
HIGH TENSILE STEEL, BRIGHT
ZINC PLATED. RS PART No.

A/R
LOCTITE 222
10ml

F 514-509 RS PART No.

2

A/R

G4
M8 x 25 HEX HEAD
SET SCREW

035/100652
STEEL TO BS 3692 TABLE 6
GRADE 8.8. EZP

H6
M8 FLAT WASHER
FORM A

003/190928 STEEL TO BS 4320. EZP

4

6

P1

K1 DUMMY RECEPTICLE R164.329.000 AMPHENOL PART No.

L1 DUMMY RECEPTICLE 31-10-RFX AMPHENOL PART No.

M1 DUMMY RECEPTICLE M0262-16NH AMPHENOL PART No.

N4
M3 x 12 SOCKET 
BUTTON HD SCREW

483-9565
HIGH TENSILE STEEL, BRIGHT
ZINC PLATED. RS PART No.

P4
M3 FLAT WASHER
(FORM A)

003/190914
STEEL TO BS 4320
TABLE 1. EZP

R4 M3 BENT BEAM NUT 003/180161
STEEL TO BS 4929
PART 1. EZP

J1
DUMMY CONNECTOR
SUPPORT BRACKET

00076-05 SEE DRAWING1

1

1

1

4

4

4

S- BRACE 00076-09 SEE DRAWING1

T-
M6 x 16 HEX HEAD
SET SCREW

035/100502
STEEL TO BS 3692 TABLE 6
GRADE 8.8. EZP

1

X-
M6 x 20 HEX HEAD
SET SCREW

035/100512
STEEL TO BS 3692 TABLE 6
GRADE 8.8. EZP

1

U-
M6 FLAT WASHER
(FORM C)

003/191704
STEEL TO BS 4320
TABLE 2. EZP

1

V- M6 BENT BEAM NUT 003/180164
STEEL TO BS 4929
PART 1. EZP

2

W

Y-
M6 FLAT WASHER
(FORM A)

003/190924
STEEL TO BS 4320
TABLE 1. EZP

1

Z6
M5 x 20 HEX HEAD
SET SCREW

035/100402
STEEL TO BS 3692 TABLE 6
GRADE 8.8. EZP

6

AA66
M5 FLAT WASHER
(FORM A)

003/190922
STEEL TO BS 4320
TABLE 1. EZP

AB6 M5 BENT BEAM NUT 003/180163
STEEL TO BS 4929
PART 1. EZP

6

AC6 35mm P-CLIP 298-8148 RS PART No.6

1m M32 CONDUIT PLUG-29B PMA PART No.1m

AD2 END CAP ECB34 ADAPTAFLEX PART No.2

CLASS 37 TYPE 1 CAB
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SECTION A-A
(1:2)

ROTATED 10° ’

ISOMETRC VIEW
(1:2)

CLASS 37 TYPE 2
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SECTION B-B
(1:2)

ROTATED 34° ’

ISOMETRIC VIEW
(1:2)
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NOTE:

1. ITEM F TO BE APPLIED IN ACCORDANCE WITH MANUFACTURERS INSTRUCTIONS.

2. EXTEND M32 CONDUIT (ITEM W) UP TO NRN ENCLOSURE ON CAB ROOF & POSITION
    CLIPS (ITEM AC) TO SUIT ON INSTALLATION OF CONDUIT TO CAB ROOF & WINDOW PILLAR

RE-USE ORIGINAL RETB
MOUNTING BRACKET IN
EXISTING POSITION

RE-USE ORIGINAL RETB
MOUNTING BRACKET IN
EXISTING POSITION
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4 4 4

TORQUE TIGHTEN
25Nm

44

TORQUE TIGHTEN
25Nm

VUT

TORQUE TIGHTEN
11Nm

VYX

TORQUE TIGHTEN
11Nm

S

POSITION ITEM S TO
SUIT AND DRILL HOLE
O7 THRO' WEB OF
WINDOW PILLAR

Z AA AB POSITION P-CLIP (ITEM AC)
TO SUIT ON INSTALLATION
AND DRILL HOLE O6 THRO'
WEB IN WINDOW PILLAR
AND CAB ROOF FOR M5
FIXINGS (TYPICAL AT 6
POSITIONS). SEE NOTE 2.

AC
W

Z AA AB POSITION P-CLIP (ITEM AC)
TO SUIT ON INSTALLATION
AND DRILL HOLE O6 THRO'
WEB IN WINDOW PILLAR
AND CAB ROOF FOR M5
FIXINGS (TYPICAL AT 6
POSITIONS). SEE NOTE 2.

TORQUE
TIGHTEN 6Nm

TORQUE
TIGHTEN 6Nm

AC
W

H

H J

J
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2

POSITION ITEM M
TO SUIT ON FIRST

INSTALLATION.
DRILL HOLE PATTERN

AS PER DETAIL C.

POSITION ITEM M
TO SUIT ON FIRST

INSTALLATION.
DRILL HOLE PATTERN

AS PER DETAIL C.

SEE NOTE 2

SEE NOTE 2

SEE NOTE 2
SEE NOTE 2

DETAIL C
(1:1)

DUMMY RECEPTACLE (ITEM M)
& M3 FIXINGS (ITEMS N - R)

OMITTED FOR CLARITY

80
(SEE NOTE)
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