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ENGINEERING DRAWING STANDARD TO dg8-doc-0011

DIMENSIONS ARE IN MILIMETERS

MACHINED SURFACES TO BE 3.2 
(BS 1134)

ALL SHARP EDGES TO BE DEBURRED

UNLESS OTHERWISE STATED:

PROJECTION

THE TOLERANCE ON DIMENSIONS FOR WHICH NO
LIMITS ARE GIVEN SHALL BE AS SHOWN BELOW.
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FIRST ISSUE.  UNDER dg8 design PROJECT No. MP/13/002.P1

01 00091-01
COMPRISING: ITEMS 02, 03,
A, B & C

FABRICATION
ASSEMBLY

1:1

02 00091-02

03 00091-03

STEEL TO BS EN 10025-2:2004
S275JR

SUPPORT BRACKET

A

TIE-BAR5
STEEL TO BS EN 10025-2:2004
S275JR

80923 GLENAIRM6 EARTH STUD

M5 EUROSERT 39006-75030
AVDEL PART No. - STEEL:DIN EN
10263-2 Qst 34-3 (ZINC PLATED)

B

1

10

1

M6 EUROSERT 39006-76030
AVDEL PART No. - STEEL:DIN EN
10263-2 Qst 34-3 (ZINC PLATED)

C1

NOTES:

1. POWDER COAT SCHEDULE ITEMS 02:
    AN APPROVED SURFACE FINISH TO GM/RT2130 AND
    BS6853 CATEGORY 1B.
    POWDER COAT TO BS 6497 COLOUR RAL 7001 (GREY).
    GLOSS LEVEL 25-35%

2. ALL POWDER COATING TO BE IN ACCORDANCE WITH MANUFACTURERS INSTRUCTIONS.

3. ALL HOLES, THREADS, FASTENERS AND PRE-ASSEMBLED COMPONENTS TO BE PROTECTED DURING PAINTING.

4. ITEMS A, B & C TO BE FITTED IN ACCORDANCE WITH MANUFACTURERS INSTRUCTIONS USING CORRECT TOOLING.
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DETAIL A

DETAIL A
(TYPICAL AT 2 POSN'S)

(2:1)
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DRILL 3 HOLES O 7 +0.1/-0
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