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SEE NOTE 2

DETAILB
M10 HEXNUT STEEL BS 3692 GRADE 8
(1 :1 ) 2| T NORMAL 003/175116 EzP
2| S |M10 SPRING WASHER| 003/195112 |STEEL TO BS 4464 TABLE 1. EZP
- M10 FLAT WASHER STEEL TO BS 4320
4| R |(FORM A) 003/190930 | TAB[E 1 Ezp
ELEVATION 1] P |M10 EARTH STUD 80924 |GLENAIR
- | - STEEL BS 3692 GRADE 8
LONGITUDINAL 1| N [M6 HEX NUT NORMAL|003/175112 EzP
ol b v [T SRS SO R coue
! M5 x 16 SOCKET HD STEEL TO BS 4168 PART 1 TABLE
4| L |CAP sCREW 035/108035 |7 PROPERTY CLASS 12.9 +—
W K |THREADLOCK 243 LOCTITE PART No.
1| J |GASKET 00072-04 |SEE DRAWING
TORQUE TIGHTEN 1| H |MOUNTING PLATE | 0007203 |SEE DRAWING
N
‘ 6Nm 1| G |BACKPLATE 00072-02 |SEE DRAWING
1| F |BASEPLATE 00072-01 |SEE DRAWING
1| B |SoRmSTup 00072-05 |SEE DRAWING
W D [SILICONE SEALANT 258-5979 |LOCTITE 5368 - RS PART No.
7|l ¢ M5 x 12 SOCKET HD 035/106033 STEEL TO BS 4168 PART 1 TABLE
POSITION ITEM F ON ROOF CENTRELINE CAP SCREW 1, PROPERTY CLASS 12.9
AND IN ACCORDANGE WITH MAIN _ _ R 1| B [GPS PATCH ANTENNA SIRETTA TANGO 20
ELEVATION VIEW. USING A; TEMPLATE ‘\3//H""’: LV‘::I*;N:JTENNA
- MARK AND DRILL 4 HOLES %6 THROUGH | A MLS-UHF | PANORAMA ANTENNAS
- ~ TORQUE TIGHTEN DETAIL C TOP OF HORN CANOPY. ASSEMBLE SECTION D-D ASSEMBLY
LONG'TUD'NA'— - 5Nm (1:1) COMPONENTS AS SHOWN ENSURING . o1 |ASTITLE 00048-01 | COMPRISING ABOVE ITEMS
UNIAL JOINTING COMPOUND (ITEM M) (1:1)
OF VEH IS APPLIED TO MATING SURFACES OF ROTATED 85° auanmiry | 1TEM DEscRPTION CAT/PART NO WATERIAL SPECIFICATION €TC
== ITEMS F AND H.
Q; NOTES CTr PO E
1. THIS RETB WHIP ANTENNA INSTALLATION (ITEM A) IS DESIGNED TO REPLACE ORIGINAL NRN Multipulse Electronics Ltd
WHIP ANTENNA PREVIOUSLY INSTALLED IN ACCORDANCE WITH DRAWINGS B1-A0-8002625 Unit 1 - 3 Goldsworth Park Trading Estate
SECTION AA AND B1-A0-8003568. Woking, Surrey GU21 3BA
- i 2. REMOVE EXISTING M6 WASHERS AND NUT FROM M6 EARTH STUD AT REAR OF WHIP
(1:2) ANTENNA AND DISCARD. WIRE BRUSH / CLEAN UP THREADS ON EXISTING EARTH STUD
ROTATED 41° ™ DOWN TO BARE METAL AND APPLY UNIAL JOINTING COMPOUND (ITEM M) TO THREADS.
APPLY JOINTING COMPOUND TO THREADS OF M6 HEX NUT (ITEM N) AND ADAPTER
(ITEM E) THEN INSTALL THEM BOTH ONTO EARTH STUD ENSURING THE ADAPTER IS FULLY
SCREWED ONTO EARTH STUD AS FAR AS POSSIBLE THEN LOCK IN POSITION WITH HEX NUT.
3. ITEMS D & M TO BE APPLIED IN ACCORDANCE WITH MANUFACTURERS INSTRUCTIONS.
4. FIT M10 EARTH STUD (ITEM P) AND ASSOCIATED FIXINGS (ITEMS R, S AND T) INTO EXISTING
STRUCTURE (EXACT LOCATION TO BE DETERMINED ON FIRST FIT).
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