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DIMENSIONS ARE IN MILIMETERS

MACHINED SURFACES TO BE 3.2 
(BS 1134)

ALL SHARP EDGES TO BE DEBURRED

UNLESS OTHERWISE STATED:

PROJECTION

THE TOLERANCE ON DIMENSIONS FOR WHICH NO
LIMITS ARE GIVEN SHALL BE AS SHOWN BELOW.
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FIRST ISSUE.  UNDER dg8 design PROJECT No. MP/13002.P1

MATERIAL SPECIFICATION  ETCCAT./PART NO.DESCRIPTION
ITEM
No.

QUANTITY

01 00048-01 COMPRISING ABOVE ITEMS

VHF WHIP ANTENNA
ASSEMBLY

A ML9-UHF PANORAMA ANTENNAS1

B - SIRETTA TANGO 201

M5 x 12 SOCKET HD
CAP SCREW

C 035/106033
STEEL TO BS 4168 PART 1 TABLE
1, PROPERTY CLASS 12.9

7

SILICONE SEALANTD 258-5979 LOCTITE 5368 - RS PART No.A/R

G

H

GASKETJ 00072-04 SEE DRAWING

AS TITLE

GPS PATCH ANTENNA
C/W LOCKNUT

EARTH STUD
ADAPTER

E 00072-05 SEE DRAWING

BASEPLATEF 00072-01 SEE DRAWING1

BACK PLATE 00072-02 SEE DRAWING1

MOUNTING PLATE 00072-03 SEE DRAWING1

THREADLOCKK 243 LOCTITE PART No.

1

1

M5 x 16 SOCKET HD
CAP SCREW

L 035/106035
STEEL TO BS 4168 PART 1 TABLE
1, PROPERTY CLASS 12.9

4

JOINTING
COMPOUND

M -
UNIAL JOINTING COMPOUND
WWW.OVERHEADLINEFITTINGS.CO.UK

A/R

M6 HEX NUT NORMALN 003/175112
STEEL BS 3692 GRADE 8
EZP

1

A/R

P 80924 GLENAIRM10 EARTH STUD1

S 003/195112 STEEL TO BS 4464 TABLE 1. EZPM10 SPRING WASHER2

R4
M10 FLAT WASHER
(FORM A)

003/190930
STEEL TO BS 4320
TABLE 1. EZP

M10 HEX NUT
NORMAL

T 003/175116
STEEL BS 3692 GRADE 8
EZP

2
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NOTES

1. THIS RETB WHIP ANTENNA INSTALLATION (ITEM A) IS DESIGNED TO REPLACE ORIGINAL NRN
    WHIP ANTENNA PREVIOUSLY INSTALLED IN ACCORDANCE WITH DRAWINGS B1-A0-8002625
    AND B1-A0-8003568.

2. REMOVE EXISTING M6 WASHERS AND NUT FROM M6 EARTH STUD AT REAR OF WHIP
    ANTENNA AND DISCARD. WIRE BRUSH / CLEAN UP THREADS ON EXISTING EARTH STUD
    DOWN TO BARE METAL AND APPLY UNIAL JOINTING COMPOUND (ITEM M) TO THREADS.
    APPLY JOINTING COMPOUND TO THREADS OF M6 HEX NUT (ITEM N) AND ADAPTER
    (ITEM E) THEN INSTALL THEM BOTH ONTO EARTH STUD ENSURING THE ADAPTER IS FULLY
    SCREWED ONTO EARTH STUD AS FAR AS POSSIBLE THEN LOCK IN POSITION WITH HEX NUT.

3. ITEMS D & M TO BE APPLIED IN ACCORDANCE WITH MANUFACTURERS INSTRUCTIONS.

4. FIT M10 EARTH STUD (ITEM P) AND ASSOCIATED FIXINGS (ITEMS R, S AND T) INTO EXISTING
    STRUCTURE (EXACT LOCATION TO BE DETERMINED ON FIRST FIT).
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SECTION F-F
(1:1)

ROTATED 41° ’

EXISTING STEEL
GROUND BLOCK

E M

SEE NOTE 2

D

D

M

EXISTING EARTH
STUD

N

E

TORQUE TIGHTEN
5Nm

D

POSITION ITEM F ON ROOF CENTRELINE
AND IN ACCORDANCE WITH MAIN
ELEVATION VIEW. USING AS TEMPLATE
MARK AND DRILL 4 HOLES O6 THROUGH
TOP OF HORN CANOPY. ASSEMBLE
COMPONENTS AS SHOWN ENSURING
UNIAL JOINTING COMPOUND (ITEM M)
IS APPLIED TO MATING SURFACES OF
ITEMS F AND H.
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SEE NOTE 4
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